


TIANI_I_MAXWIQ'-US+ FRAMED 72 LAYOUT MODULE(1500V)

DIMENSIONS OF PV MODULE(mm) ELECTRICAL DATA (STC)
947
~ Peak Power Watts-Prsx (Wp)* 340 ‘ 345 ‘ 350 ‘ 355 ‘ 360 ‘ 365 ‘ 370 ‘ 375
B} juncionsox Wf’ Power Output Tolerance-Pwax (W) @~ 5
7? Maximum Power Voltage-Vwer (V) 38.2 385 387 388 39.0 8618 39.7 40.0
e Maximum Power Current-lves(A) | 890 = 896 | 904 914 924 | 930 & 933 937
— g Open Circuit Voltage-Voc (V) 46.2 46.7 47.0 47.4 477 48.0 483 485
° Short Circuit Current-Isc (A) 950 955 9.60 9.65 970 9.77 9.83 9.88
3 - Module Efficiency nm (%) 17.5 17.7 18.0 183 185 18.8 19.0 193
AL| [JA A @
= S ° STC: Irradiance 1000W/m?, Cell Temperature 25°C, Air Mass AML.5.
*Measuring tolerance: +3%.
ELECTRICAL DATA (NOCT)
4-@5x14
Installing Hole .
— B8 Maximum Power-Pwvax (Wp) 253 257 261 264 268 272 276 279
Grounding Hole
9 N ami Maximum Power Voltage-Vwee (V) 354 35.7 35.9 36.0 36.2 36.4 368 37.1
-Drain Hole
Flolg Maximum Power Current-Ivee (A) 715 7.20 7.6 7.34 7.42 7.47 7.50 7.53
L ™ Open Circuit Voltage-Voc (V) 429 434 437 441 443 446 449 451
0 22 Short Circuit Current-Isc (A) 767 771 775 779 | 783 | 789 | 794 | 798
Back View(Portrait/Landscape) NOCT: Irradiance at 8B00W/m?, Ambient Temperature 20°C, Wind Speed 1m/s.
11 ' MECHANICAL DATA
Silicon Sealant
— Laminate
Solar Cells Monocrystalline 156.75 x 156.75 mm (6.17 inches)
Cell Orientation 72 cells (6 x 12)
o
v Module Dimensions 1960 x 992 x 40 mm (77.17% 39.06 x 1.57 inches)
Weight 22.5kg (49.6 Ib)
Glass 3.2mm (0.13 inches) High Transmission, AR Coated Tempered Glass
35
(A-A) Backsheet White
Frame 40mm (1.57 inches)Anodized Aluminium Alloy
J-Box IP67 orIP 68 rated
|-V CURVES OF PV MODULE(365W) Cables Photovoltaic Technology Cable 4.0mm? (0.006 inches?),
10.0 ~To00WIme . i
20 Portrait/Landscape:N 1200 mm /P 1200 mm (47.24/47.24 inches)
80 Boow7mT
z W \\ Connector UTX/MC4 EVO2/TS4*
= 60
@ 50 \
S 20 | _acom A\ * ‘ .
2 \\\ Please refer to regional datasheet for specified connector.
210 200W/m? A\
l
5 o = = 7 = TEMPERATURE RATINGS MAXIMUM RATINGS
Voltage(V)
NOCT (Nominal Operating Cell Temperature) 44°C (+x2°C) Operational Temperature -40~+85°C
Temperature Coefficient of Pmax - 0.39%/°C Maximum System Voltage 1500V DC(IEC)
P-V CURVES OF PV MODULE(365W)
P Temperature Coefficient of Voc -0.29%/°C 1500V DC(UL)
1000W/m?
jzz g Temperature Coefficient of Isc 0.05%/°C Max Series Fuse Rating 20A
g 20 600W/m?® \\ (DO NOT connect Fuse in Combiner Box with two or more strings in
£ 200 parallel connection)
g 150 401 2
- e WARRANTY PACKAGING CONFIGURATION
0 10 20 30 40 50 10 year Product Workmanship Warranty Modules per box: 27 pieces

Voltage(V)
25 year Linear Power Warranty Modules per 40’ container: 648 pieces

(Please refer to product warranty for details)

CAUTION: READ SAFETY AND INSTALLATION INSTRUCTIONS BEFORE USING THE PRODUCT.
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